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ESAT PRO FLOOD 
 

 

Iluminação de Projeção LED 
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ESAT PRO FLOOD 
 

 

PROJETOR LED 

IP66 IK08 Mín. 6,85Kg  TEMPERATURA DE COR: 3000K | 4.000K | 5.000K 
Máx. 7,35Kg  ÍNDICE DE REPRODUÇÃO DE COR: >70 

MANUTENÇÃO DO FLUXO LUMINOSO: 66.000 HRS (L70)  
  

 
 
 
 
ÓPTICA CME (30°) ÓPTICA CWB (60°) ÓPTICA CWA (90°)     ÓPTICA RS_ (STREET)  
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DESCRITIVO TÉCNICO PARA ESPECIFICAÇÃO 
 
Projetor ESAT PRO FLOOD com aplicação para iluminação de campos, quadras e ginásios de esportes. Pátios de 

manobras, estoques e estacionamentos. Fachadas e monumentos (iluminação de destaque). Áreas internas em 

galpões industriais. Iluminação de túneis. Corpo: Alumínio injetado a alta pressão. Difusor: Vidro liso plano 

temperado transparente. Dispositivo de fechamento: Por meio de sistema de fixação com flange e quatro parafusos. 

Grau de proteção: IP66 para o corpo óptico e alojamento dos equipamentos auxiliares. Com filtro de alívio de 

pressão no grupo óptico para manter constante a pressão e evitar a entrada de umidade.   Resistência a impactos 

IK08. Peso: Mínimo de 6,85Kg e máximo de 7,35Kg. Dimensões: 465 x 332 x 138mm. Potência: 50W à 192W. Fluxo 

luminoso: 7.399 lm à 28.126lm. Eficácia: 131lm/W à 170 lm/W. TCC: 3000K, 4000K e 5000K. IRC: >70. Abertura de 

facho: CME óptica cônica fechada 30°, CWB óptica cônica média 60°, CWA óptica cônica aberta 90° e RS_ óptica 

assimétrica street. Manutenção do fluxo luminoso: 66.000 horas (L70). Equipamentos auxiliares: Driver de corrente 

constante incorporado internamente à luminária (1N_On/Off). Tensão Nominal: 90-305Vac. Frequência: 50/60Hz. 

Fator de potência: >0.92. Classe de isolamento: Classe I. Segurança: equipamento de proteção contra sobretensões 

de 10kV/12kA. Temperatura de uso: -30°C a +40°C. Instalação: Suporte de aço, pintado eletroliticamente, com furo 

de fixação central com opção de inclinação de 0° a 120°.  Manutenção: Acesso aos módulos de LED, Driver e DPS 

pela parte frontal da luminária. Em condições de manutenção os módulos de LED e Driver poderão ser substituídos. 

Acabamento: Pintura eletrostática – Cor Padrão Cinza Munsell N6,5. Garantia: 5 anos. 

 
 DIMENSÕES E SISTEMAS DE FIXAÇÃO 

 

 
 
Fixação 
Suporte tipo “U” com opção de inclinação de 0° a 120° 
 
Peso 

Mín. 6.85 e Máx. 7,35kg 
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CARACTERÍSTICAS FÍSICAS E MATERIAIS 
 
Grau de proteção 
IP66 
 
Resistência a impactos 
IK08 
 
Corpo 
Alumínio injetado a alta pressão 
 
Dispositivo de fechamento 
Por meio de sistema de fixação com flange e 4 parafusos 
 
Instalação 
Suporte de aço, pintado eletroliticamente, com furo de fixação central com opção de inclinação de 0° a 120°. 
 
Difusor 

Vidro liso plano temperado transparente 

 

ACABAMENTOS 
 
Corpo 
Pintura eletrostática 

Cor Padrão Cinza Munsell N6,5 

 

 

PARÂMETROS ELÉTRICOS 
 
Temperatura de uso 
-30°C a +40°C 
 
Controle 
1N_ On/Off (sem regulação) 
 
Tensão de alimentação 
90-305Vac 
 
Frequência 
50/60 Hz 
 
Proteção contra sobtensão 
10kV/12kA ligado em série, incorporado à luminária 
 
Fator de potência 
> 0,92 
 
Proteção elétrica da luminária 

Classe I 

 

 

QUALIDADE 
 
Garantia: 5 anos 
 
Embalagem: Embalado em uma caixa de papelão reciclável com uma etiqueta de identificação para proteger o produto durante o transporte e 
armazenamento. 
 
Manutenção: Mantenha a superfície do difusor limpa para obter o fluxo máximo de luz. Use um pano úmido sem nenhum produto abrasivo ou 
químico. Lubrifique as juntas e substitua-as quando estiverem rachadas. Lubrifique os fechos e/ou as dobradiças das peças moveis. Mantenha a 
superfície da radiação térmica limpa para não perder o fluxo de luz ou reduzir a vida útil dos LEDs. 
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CONFIGURADOR ESAT PRO FLOOD   

 

Modelo 

ESRSBS Projetor ESAT PRO FLOOD , tamanho S, fixação em suporte de aço regulável, sem tomada 

 Difusor 

 GTF Vidro Plano Temperado Transparente 

  Cabo 

  R   Com rabicho para conexão à rede elétrica  

   Óptica 

   CME Óptica cônica fechada - 30°  

   CWB Óptica cônica média - 60°  

   CWA Óptica cônica aberta - 90°  

   RS_ Óptica Assimétrica - Street  

    Temperatura de cor 

    WDL 3.000K  

    NDL 4.000K  

    _DL 5.000K  

     Fluxo grupo óptico 

     50W 8.443 lm @ 5.000K (90°)  

     70W 9.141 lm @ 5.000K (90°)  

     80W 13.624 lm @ 5.000K (90°)  

     89W 15.078 lm @ 5.000K (90°)  

     100W 15.574 lm @ 5.000K (90°)  

     117W 19.324 lm @ 5.000K (90°)  

     145W 22.273 lm @ 5.000K (90°)  

     152W 23.197 lm @ 5.000K  (90°)  

     167W 25.131 lm @ 5.000K  (90°)  

     175W 26.400 lm @ 5.000K  (90°)  

     192W 28.126 lm @ 5.000K  (90°)  

      Equipamento 

      IDBRS Equipamento eletrônico a 220Vac 50/60Hz, com DPS de 10kV em série no circuito  

       Controle 

       1N_ Sem regulação (ON/OFF)  

        Proteção elétrica 

        C1 Proteção elétrica da luminária Classe 1  

         Acabamento 

MUN6.5 Cor padrão - Cinza Munsell N6,5 
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CÓDIGO DESCRITIVO COMPLETO 

 DESCRITIVO SIMPLIFICADO 

MODELO TOMADA ÓPTICA TCC POTÊNCIA 
FLUXO 

(lm) 
Lm/W CONTROLE 

TW4004020MS ESRSBSGTFRCME_DL_50W_70IDBRS1N__C1MUN6.5 ESAT PRO FLOOD SEM TOMADA 30° 5000K 50W 7.399 148 ON/OFF 

TW4004021MS ESRSBSGTFRCMENDL_50W_70IDBRS1N__C1MUN6.5 ESAT PRO FLOOD SEM TOMADA 30° 4000K 50W 7.399 148 ON/OFF 

TW4004022MS ESRSBSGTFRCMEWDL_50W_70IDBRS1N__C1MUN6.5 ESAT PRO FLOOD SEM TOMADA 30° 3000K 50W 7.399 148 ON/OFF 

TW4004023MS ESRSBSGTFRCWB_DL_50W_70IDBRS1N__C1MUN6.5 ESAT PRO FLOOD SEM TOMADA 60° 5000K 50W 8.100 162 ON/OFF 

TW4004024MS ESRSBSGTFRCWBNDL_50W_70IDBRS1N__C1MUN6.5 ESAT PRO FLOOD SEM TOMADA 60° 4000K 50W 8.100 162 ON/OFF 

TW4004025MS ESRSBSGTFRCWBWDL_50W_70IDBRS1N__C1MUN6.5 ESAT PRO FLOOD SEM TOMADA 60° 3000K 50W 8.100 162 ON/OFF 

TW4004026MS ESRSBSGTFRCWA_DL_50W_70IDBRS1N__C1MUN6.5 ESAT PRO FLOOD SEM TOMADA 90° 5000K 50W 8.443 169 ON/OFF 

TW4004027MS ESRSBSGTFRCWANDL_50W_70IDBRS1N__C1MUN6.5 ESAT PRO FLOOD SEM TOMADA 90° 4000K 50W 8.443 169 ON/OFF 

TW4004028MS ESRSBSGTFRCWAWDL_50W_70IDBRS1N__C1MUN6.5 ESAT PRO FLOOD SEM TOMADA 90° 3000K 50W 8.443 169 ON/OFF 

TW4004029MS ESRSBSGTFRRS__DL_50W_70IDBRS1N__C1MUN6.5 ESAT PRO FLOOD SEM TOMADA STREET 5000K 50W 
Sob 

consulta 
Sob 

consulta 
ON/OFF 

TW4004030MS ESRSBSGTFRRS_NDL_50W_70IDBRS1N__C1MUN6.5 ESAT PRO FLOOD SEM TOMADA STREET 4000K 50W 
Sob 

consulta 
Sob 

consulta 
ON/OFF 

TW4004031MS ESRSBSGTFRRS_WDL_50W_70IDBRS1N__C1MUN6.5 ESAT PRO FLOOD SEM TOMADA STREET 3000K 50W 
Sob 

consulta 
Sob 

consulta 
ON/OFF 

TW4004032MS ESRSBSGTFRCME_DL_70W_70IDBRS1N__C1MUN6.5 ESAT PRO FLOOD SEM TOMADA 30° 5000K 70W 10.351 148 ON/OFF 

TW4004033MS ESRSBSGTFRCMENDL_70W_70IDBRS1N__C1MUN6.5 ESAT PRO FLOOD SEM TOMADA 30° 4000K 70W 10.351 148 ON/OFF 

TW4004034MS ESRSBSGTFRCMEWDL_70W_70IDBRS1N__C1MUN6.5 ESAT PRO FLOOD SEM TOMADA 30° 3000K 70W 10.351 148 ON/OFF 

TW4004035MS ESRSBSGTFRCWB_DL_70W_70IDBRS1N__C1MUN6.5 ESAT PRO FLOOD SEM TOMADA 60° 5000K 70W 10.984 157 ON/OFF 

TW4004036MS ESRSBSGTFRCWBNDL_70W_70IDBRS1N__C1MUN6.5 ESAT PRO FLOOD SEM TOMADA 60° 4000K 70W 10.984 157 ON/OFF 

TW4004037MS ESRSBSGTFRCWA_DL_70W_70IDBRS1N__C1MUN6.5 ESAT PRO FLOOD SEM TOMADA 90° 5000K 70W 9.141 131 ON/OFF 

TW4003981MS ESRSBSGTFRCWANDL_70W_70IDBRS1N__C1MUN6.5 ESAT PRO FLOOD SEM TOMADA 90° 4000K 70W 9.141 131 ON/OFF 

TW4004038MS ESRSBSGTFRCWAWDL_70W_70IDBRS1N__C1MUN6.5 ESAT PRO FLOOD SEM TOMADA 90° 3000K 70W 9.141 131 ON/OFF 

TW4004039MS ESRSBSGTFRRS__DL_70W_70IDBRS1N__C1MUN6.5 ESAT PRO FLOOD SEM TOMADA STREET 5000K 70W 
Sob 

consulta 
Sob 

consulta ON/OFF 

TW4004040MS ESRSBSGTFRRS_NDL_70W_70IDBRS1N__C1MUN6.5 ESAT PRO FLOOD SEM TOMADA STREET 4000K 70W 
Sob 

consulta 
Sob 

consulta ON/OFF 

TW4004041MS ESRSBSGTFRRS_WDL_70W_70IDBRS1N__C1MUN6.5 ESAT PRO FLOOD SEM TOMADA STREET 3000K 70W 
Sob 

consulta 
Sob 

consulta ON/OFF 

TW4003276MS ESRSBSGTFRCME_DL_80W_73IDBRS1N__C1MUN6.5 ESAT PRO FLOOD SEM TOMADA 30° 5000K 80W 13.230 165 ON/OFF 

TW4003277MS ESRSBSGTFRCMENDL_80W_73IDBRS1N__C1MUN6.5 ESAT PRO FLOOD SEM TOMADA 30° 4000K 80W 13.230 165 ON/OFF 

TW4003278MS ESRSBSGTFRCMEWDL_80W_73IDBRS1N__C1MUN6.5 ESAT PRO FLOOD SEM TOMADA 30° 3000K 80W 13.230 165 ON/OFF 

TW4003279MS ESRSBSGTFRCWB_DL_80W_73IDBRS1N__C1MUN6.5 ESAT PRO FLOOD SEM TOMADA 60° 5000K 80W 12.763 160 ON/OFF 

TW4003280MS ESRSBSGTFRCWBNDL_80W_73IDBRS1N__C1MUN6.5 ESAT PRO FLOOD SEM TOMADA 60° 4000K 80W 12.763 160 ON/OFF 

TW4003281MS ESRSBSGTFRCWBWDL_80W_73IDBRS1N__C1MUN6.5 ESAT PRO FLOOD SEM TOMADA 60° 3000K 80W 12.763 160 ON/OFF 

TW4003282MS ESRSBSGTFRCWA_DL_80W_73IDBRS1N__C1MUN6.5 ESAT PRO FLOOD SEM TOMADA 90° 5000K 80W 13.624 170 ON/OFF 

TW4003283MS ESRSBSGTFRCWANDL_80W_73IDBRS1N__C1MUN6.5 ESAT PRO FLOOD SEM TOMADA 90° 4000K 80W 13.624 170 ON/OFF 

TW4003284MS ESRSBSGTFRCWAWDL_80W_73IDBRS1N__C1MUN6.5 ESAT PRO FLOOD SEM TOMADA 90° 3000K 80W 13.624 170 ON/OFF 

TW4003773MS ESRSBSGTFRRS__DL_80W_73IDBRS1N__C1MUN6.5 ESAT PRO FLOOD SEM TOMADA STREET 5000K 80W 12.356 154 ON/OFF 

TW4003774MS ESRSBSGTFRRS_NDL_80W_73IDBRS1N__C1MUN6.5 ESAT PRO FLOOD SEM TOMADA STREET 4000K 80W 12.356 154 ON/OFF 

TW4003775MS ESRSBSGTFRRS_WDL_80W_73IDBRS1N__C1MUN6.5 ESAT PRO FLOOD SEM TOMADA STREET 3000K 80W 12.356 154 ON/OFF 

TW4003285MS ESRSBSGTFRCME_DL_89W_82IDBRS1N__C1MUN6.5 ESAT PRO FLOOD SEM TOMADA 30° 5000K 89W 14.294 161 ON/OFF 

TW4003286MS ESRSBSGTFRCMENDL_89W_82IDBRS1N__C1MUN6.5 ESAT PRO FLOOD SEM TOMADA 30° 4000K 89W 14.294 161 ON/OFF 

TW4003287MS ESRSBSGTFRCMEWDL_89W_82IDBRS1N__C1MUN6.5 ESAT PRO FLOOD SEM TOMADA 30° 3000K 89W 14.294 161 ON/OFF 

TW4003288MS ESRSBSGTFRCWB_DL_89W_82IDBRS1N__C1MUN6.5 ESAT PRO FLOOD SEM TOMADA 60° 5000K 89W 14.751 166 ON/OFF 

TW4003289MS ESRSBSGTFRCWBNDL_89W_82IDBRS1N__C1MUN6.5 ESAT PRO FLOOD SEM TOMADA 60° 4000K 89W 14.751 166 ON/OFF 

TW4003290MS ESRSBSGTFRCWBWDL_89W_82IDBRS1N__C1MUN6.5 ESAT PRO FLOOD SEM TOMADA 60° 3000K 89W 14.751 166 ON/OFF 

TW4003291MS ESRSBSGTFRCWA_DL_89W_82IDBRS1N__C1MUN6.5 ESAT PRO FLOOD SEM TOMADA 90° 5000K 89W 15.078 169 ON/OFF 

TW4003292MS ESRSBSGTFRCWANDL_89W_82IDBRS1N__C1MUN6.5 ESAT PRO FLOOD SEM TOMADA 90° 4000K 89W 15.078 169 ON/OFF 
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TW4003293MS ESRSBSGTFRCWAWDL_89W_82IDBRS1N__C1MUN6.5 ESAT PRO FLOOD SEM TOMADA 90° 3000K 89W 15.078 169 ON/OFF 

TW4003776MS ESRSBSGTFRRS__DL_89W_82IDBRS1N__C1MUN6.5 ESAT PRO FLOOD SEM TOMADA STREET 5000K 89W 13.403 151 ON/OFF 

TW4003777MS ESRSBSGTFRRS_NDL_89W_82IDBRS1N__C1MUN6.5 ESAT PRO FLOOD SEM TOMADA STREET 4000K 89W 13.403 151 ON/OFF 

TW4003778MS ESRSBSGTFRRS_WDL_89W_82IDBRS1N__C1MUN6.5 ESAT PRO FLOOD SEM TOMADA STREET 3000K 89W 13.403 151 ON/OFF 

TW4003294MS ESRSBSGTFRCME_DL100W_91IDBRS1N__C1MUN6.5 ESAT PRO FLOOD SEM TOMADA 30° 5000K 100W 15.173 152 ON/OFF 

TW4003295MS ESRSBSGTFRCMENDL100W_91IDBRS1N__C1MUN6.5 ESAT PRO FLOOD SEM TOMADA 30° 4000K 100W 15.173 152 ON/OFF 

TW4003296MS ESRSBSGTFRCMEWDL100W_91IDBRS1N__C1MUN6.5 ESAT PRO FLOOD SEM TOMADA 30° 3000K 100W 15.173 152 ON/OFF 

TW4003297MS ESRSBSGTFRCWB_DL100W_91IDBRS1N__C1MUN6.5 ESAT PRO FLOOD SEM TOMADA 60° 5000K 100W 15.200 152 ON/OFF 

TW4003298MS ESRSBSGTFRCWBNDL100W_91IDBRS1N__C1MUN6.5 ESAT PRO FLOOD SEM TOMADA 60° 4000K 100W 15.200 152 ON/OFF 

TW4003299MS ESRSBSGTFRCWBWDL100W_91IDBRS1N__C1MUN6.5 ESAT PRO FLOOD SEM TOMADA 60° 3000K 100W 15.200 152 ON/OFF 

TW4003300MS ESRSBSGTFRCWA_DL100W_91IDBRS1N__C1MUN6.5 ESAT PRO FLOOD SEM TOMADA 90° 5000K 100W 15.574 156 ON/OFF 

TW4003301MS ESRSBSGTFRCWANDL100W_91IDBRS1N__C1MUN6.5 ESAT PRO FLOOD SEM TOMADA 90° 4000K 100W 15.574 156 ON/OFF 

TW4003302MS ESRSBSGTFRCWAWDL100W_91IDBRS1N__C1MUN6.5 ESAT PRO FLOOD SEM TOMADA 90° 3000K 100W 15.574 156 ON/OFF 

TW4003779MS ESRSBSGTFRRS__DL100W_91IDBRS1N__C1MUN6.5 ESAT PRO FLOOD SEM TOMADA STREET 5000K 100W 14.532 145 ON/OFF 

TW4003780MS ESRSBSGTFRRS_NDL100W_91IDBRS1N__C1MUN6.5 ESAT PRO FLOOD SEM TOMADA STREET 4000K 100W 14.532 145 ON/OFF 

TW4003781MS ESRSBSGTFRRS_WDL100W_91IDBRS1N__C1MUN6.5 ESAT PRO FLOOD SEM TOMADA STREET 3000K 100W 14.532 145 ON/OFF 

TW4003303MS ESRSBSGTFRCME_DL117W_81IDBRS1N__C1MUN6.5 ESAT PRO FLOOD SEM TOMADA 30° 5000K 117W 18.509 158 ON/OFF 

TW4003304MS ESRSBSGTFRCMENDL117W_81IDBRS1N__C1MUN6.5 ESAT PRO FLOOD SEM TOMADA 30° 4000K 117W 18.509 158 ON/OFF 

TW4003305MS ESRSBSGTFRCMEWDL117W_81IDBRS1N__C1MUN6.5 ESAT PRO FLOOD SEM TOMADA 30° 3000K 117W 18.509 158 ON/OFF 

TW4003306MS ESRSBSGTFRCWB_DL117W_81IDBRS1N__C1MUN6.5 ESAT PRO FLOOD SEM TOMADA 60° 5000K 117W 18.762 160 ON/OFF 

TW4003307MS ESRSBSGTFRCWBNDL117W_81IDBRS1N__C1MUN6.5 ESAT PRO FLOOD SEM TOMADA 60° 4000K 117W 18.762 160 ON/OFF 

TW4003308MS ESRSBSGTFRCWBWDL117W_81IDBRS1N__C1MUN6.5 ESAT PRO FLOOD SEM TOMADA 60° 3000K 117W 18.762 160 ON/OFF 

TW4003309MS ESRSBSGTFRCWA_DL117W_81IDBRS1N__C1MUN6.5 ESAT PRO FLOOD SEM TOMADA 90° 5000K 117W 19.324 165 ON/OFF 

TW4003310MS ESRSBSGTFRCWANDL117W_81IDBRS1N__C1MUN6.5 ESAT PRO FLOOD SEM TOMADA 90° 4000K 117W 19.324 165 ON/OFF 

TW4003311MS ESRSBSGTFRCWAWDL117W_81IDBRS1N__C1MUN6.5 ESAT PRO FLOOD SEM TOMADA 90° 3000K 117W 19.324 165 ON/OFF 

TW4003782MS ESRSBSGTFRRS__DL117W_81IDBRS1N__C1MUN6.5 ESAT PRO FLOOD SEM TOMADA STREET 5000K 117W 17.752  152 ON/OFF 

TW4003783MS ESRSBSGTFRRS_NDL117W_81IDBRS1N__C1MUN6.5 ESAT PRO FLOOD SEM TOMADA STREET 4000K 117W 17.752 152 ON/OFF 

TW4003784MS ESRSBSGTFRRS_WDL117W_81IDBRS1N__C1MUN6.5 ESAT PRO FLOOD SEM TOMADA STREET 3000K 117W 17.752 152 ON/OFF 

TW4003312MS ESRSBSGTFRCME_DL145W_99IDBRS1N__C1MUN6.5 ESAT PRO FLOOD SEM TOMADA 30° 5000K 145W 21.149 146 ON/OFF 

TW4003313MS ESRSBSGTFRCMENDL145W_99IDBRS1N__C1MUN6.5 ESAT PRO FLOOD SEM TOMADA 30° 4000K 145W 21.149 146 ON/OFF 

TW4003314MS ESRSBSGTFRCMEWDL145W_99IDBRS1N__C1MUN6.5 ESAT PRO FLOOD SEM TOMADA 30° 3000K 145W 21.149 146 ON/OFF 

TW4003315MS ESRSBSGTFRCWB_DL145W_99IDBRS1N__C1MUN6.5 ESAT PRO FLOOD SEM TOMADA 60° 5000K 145W 21.949 151 ON/OFF 

TW4003316MS ESRSBSGTFRCWBNDL145W_99IDBRS1N__C1MUN6.5 ESAT PRO FLOOD SEM TOMADA 60° 4000K 145W 21.949 151 ON/OFF 

TW4003317MS ESRSBSGTFRCWBWDL145W_99IDBRS1N__C1MUN6.5 ESAT PRO FLOOD SEM TOMADA 60° 3000K 145W 21.949 151 ON/OFF 

TW4003318MS ESRSBSGTFRCWA_DL145W_99IDBRS1N__C1MUN6.5 ESAT PRO FLOOD SEM TOMADA 90° 5000K 145W 22.273 154 ON/OFF 

TW4003319MS ESRSBSGTFRCWANDL145W_99IDBRS1N__C1MUN6.5 ESAT PRO FLOOD SEM TOMADA 90° 4000K 145W 22.273 154 ON/OFF 

TW4003320MS ESRSBSGTFRCWAWDL145W_99IDBRS1N__C1MUN6.5 ESAT PRO FLOOD SEM TOMADA 90° 3000K 145W 22.273 154 ON/OFF 

TW4003785MS ESRSBSGTFRRS__DL145W_99IDBRS1N__C1MUN6.5 ESAT PRO FLOOD SEM TOMADA STREET 5000K 145W 21.214  146 ON/OFF 

TW4003786MS ESRSBSGTFRRS_NDL145W_99IDBRS1N__C1MUN6.5 ESAT PRO FLOOD SEM TOMADA STREET 4000K 145W 21.214 146 ON/OFF 

TW4003787MS ESRSBSGTFRRS_WDL145W_99IDBRS1N__C1MUN6.5 ESAT PRO FLOOD SEM TOMADA STREET 3000K 145W 21.214 146 ON/OFF 

TW4003321MS ESRSBSGTFRCME_DL152W105IDBRS1N__C1MUN6.5 ESAT PRO FLOOD SEM TOMADA 30° 5000K 152W 22.649 149 ON/OFF 

TW4003322MS ESRSBSGTFRCMENDL152W105IDBRS1N__C1MUN6.5 ESAT PRO FLOOD SEM TOMADA 30° 4000K 152W 22.649 149 ON/OFF 

TW4003323MS ESRSBSGTFRCMEWDL152W105IDBRS1N__C1MUN6.5 ESAT PRO FLOOD SEM TOMADA 30° 3000K 152W 22.649 149 ON/OFF 

TW4003324MS ESRSBSGTFRCWB_DL152W105IDBRS1N__C1MUN6.5 ESAT PRO FLOOD SEM TOMADA 60° 5000K 152W 22.772 150 ON/OFF 

TW4003325MS ESRSBSGTFRCWBNDL152W105IDBRS1N__C1MUN6.5 ESAT PRO FLOOD SEM TOMADA 60° 4000K 152W 22.772 150 ON/OFF 
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TW4003326MS ESRSBSGTFRCWBWDL152W105IDBRS1N__C1MUN6.5 ESAT PRO FLOOD SEM TOMADA 60° 3000K 152W 22.772 150 ON/OFF 

TW4003327MS ESRSBSGTFRCWA_DL152W105IDBRS1N__C1MUN6.5 ESAT PRO FLOOD SEM TOMADA 90° 5000K 152W 23.197 153 ON/OFF 

TW4003328MS ESRSBSGTFRCWANDL152W105IDBRS1N__C1MUN6.5 ESAT PRO FLOOD SEM TOMADA 90° 4000K 152W 23.197 153 ON/OFF 

TW4003329MS ESRSBSGTFRCWAWDL152W105IDBRS1N__C1MUN6.5 ESAT PRO FLOOD SEM TOMADA 90° 3000K 152W 23.197 153 ON/OFF 

TW4003788MS ESRSBSGTFRRS__DL152W105IDBRS1N__C1MUN6.5 ESAT PRO FLOOD SEM TOMADA STREET 5000K 152W 21.898  144 ON/OFF 

TW4003789MS ESRSBSGTFRRS_NDL152W105IDBRS1N__C1MUN6.5 ESAT PRO FLOOD SEM TOMADA STREET 4000K 152W 21.898 144 ON/OFF 

TW4003790MS ESRSBSGTFRRS_WDL152W105IDBRS1N__C1MUN6.5 ESAT PRO FLOOD SEM TOMADA STREET 3000K 152W 21.898 144 ON/OFF 

TW4003330MS ESRSBSGTFRCME_DL167W115IDBRS1N__C1MUN6.5 ESAT PRO FLOOD SEM TOMADA 30° 5000K 167W 24.547 147 ON/OFF 

TW4003331MS ESRSBSGTFRCMENDL167W115IDBRS1N__C1MUN6.5 ESAT PRO FLOOD SEM TOMADA 30° 4000K 167W 24.547 147 ON/OFF 

TW4003332MS ESRSBSGTFRCMEWDL167W115IDBRS1N__C1MUN6.5 ESAT PRO FLOOD SEM TOMADA 30° 3000K 167W 24.547 147 ON/OFF 

TW4003333MS ESRSBSGTFRCWB_DL167W115IDBRS1N__C1MUN6.5 ESAT PRO FLOOD SEM TOMADA 60° 5000K 167W 24.350 146 ON/OFF 

TW4003334MS ESRSBSGTFRCWBNDL167W115IDBRS1N__C1MUN6.5 ESAT PRO FLOOD SEM TOMADA 60° 4000K 167W 24.350 146 ON/OFF 

TW4003335MS ESRSBSGTFRCWBWDL167W115IDBRS1N__C1MUN6.5 ESAT PRO FLOOD SEM TOMADA 60° 3000K 167W 24.350 146 ON/OFF 

TW4003336MS ESRSBSGTFRCWA_DL167W115IDBRS1N__C1MUN6.5 ESAT PRO FLOOD SEM TOMADA 90° 5000K 167W 25.131 150 ON/OFF 

TW4003337MS ESRSBSGTFRCWANDL167W115IDBRS1N__C1MUN6.5 ESAT PRO FLOOD SEM TOMADA 90° 4000K 167W 25.131 150 ON/OFF 

TW4003338MS ESRSBSGTFRCWAWDL167W115IDBRS1N__C1MUN6.5 ESAT PRO FLOOD SEM TOMADA 90° 3000K 167W 25.131 150 ON/OFF 

TW4003791MS ESRSBSGTFRRS__DL167W115IDBRS1N__C1MUN6.5 ESAT PRO FLOOD SEM TOMADA STREET 5000K 167W 23.526  141 ON/OFF 

TW4003792MS ESRSBSGTFRRS_NDL167W115IDBRS1N__C1MUN6.5 ESAT PRO FLOOD SEM TOMADA STREET 4000K 167W 23.526 141 ON/OFF 

TW4003793MS ESRSBSGTFRRS_WDL167W115IDBRS1N__C1MUN6.5 ESAT PRO FLOOD SEM TOMADA STREET 3000K 167W 23.526 141 ON/OFF 

TW4003339MS ESRSBSGTFRCME_DL175W120IDBRS1N__C1MUN6.5 ESAT PRO FLOOD SEM TOMADA 30° 5000K 175W 25.682 147 ON/OFF 

TW4003340MS ESRSBSGTFRCMENDL175W120IDBRS1N__C1MUN6.5 ESAT PRO FLOOD SEM TOMADA 30° 4000K 175W 25.682 147 ON/OFF 

TW4003341MS ESRSBSGTFRCMEWDL175W120IDBRS1N__C1MUN6.5 ESAT PRO FLOOD SEM TOMADA 30° 3000K 175W 25.682 147 ON/OFF 

TW4003342MS ESRSBSGTFRCWB_DL175W120IDBRS1N__C1MUN6.5 ESAT PRO FLOOD SEM TOMADA 60° 5000K 175W 24.528 140 ON/OFF 

TW4003343MS ESRSBSGTFRCWBNDL175W120IDBRS1N__C1MUN6.5 ESAT PRO FLOOD SEM TOMADA 60° 4000K 175W 24.528 140 ON/OFF 

TW4003344MS ESRSBSGTFRCWBWDL175W120IDBRS1N__C1MUN6.5 ESAT PRO FLOOD SEM TOMADA 60° 3000K 175W 24.528 140 ON/OFF 

TW4003345MS ESRSBSGTFRCWA_DL175W120IDBRS1N__C1MUN6.5 ESAT PRO FLOOD SEM TOMADA 90° 5000K 175W 26.400 151 ON/OFF 

TW4003346MS ESRSBSGTFRCWANDL175W120IDBRS1N__C1MUN6.5 ESAT PRO FLOOD SEM TOMADA 90° 4000K 175W 26.400 151 ON/OFF 

TW4003347MS ESRSBSGTFRCWAWDL175W120IDBRS1N__C1MUN6.5 ESAT PRO FLOOD SEM TOMADA 90° 3000K 175W 26.400 151 ON/OFF 

TW4003794MS ESRSBSGTFRRS__DL175W120IDBRS1N__C1MUN6.5 ESAT PRO FLOOD SEM TOMADA STREET 5000K 175W 24.250  139 ON/OFF 

TW4003795MS ESRSBSGTFRRS_NDL175W120IDBRS1N__C1MUN6.5 ESAT PRO FLOOD SEM TOMADA STREET 4000K 175W 24.250 139 ON/OFF 

TW4003796MS ESRSBSGTFRRS_WDL175W120IDBRS1N__C1MUN6.5 ESAT PRO FLOOD SEM TOMADA STREET 3000K 175W 24.250 139 ON/OFF 

TW4003348MS ESRSBSGTFRCME_DL192W130IDBRS1N__C1MUN6.5 ESAT PRO FLOOD SEM TOMADA 30° 5000K 192W 26.829 140 ON/OFF 

TW4003349MS ESRSBSGTFRCMENDL192W130IDBRS1N__C1MUN6.5 ESAT PRO FLOOD SEM TOMADA 30° 4000K 192W 26.829 140 ON/OFF 

TW4003350MS ESRSBSGTFRCMEWDL192W130IDBRS1N__C1MUN6.5 ESAT PRO FLOOD SEM TOMADA 30° 3000K 192W 26.829 140 ON/OFF 

TW4003351MS ESRSBSGTFRCWB_DL192W130IDBRS1N__C1MUN6.5 ESAT PRO FLOOD SEM TOMADA 60° 5000K 192W 26.300 137 ON/OFF 

TW4003352MS ESRSBSGTFRCWBNDL192W130IDBRS1N__C1MUN6.5 ESAT PRO FLOOD SEM TOMADA 60° 4000K 192W 26.300 137 ON/OFF 

TW4003353MS ESRSBSGTFRCWBWDL192W130IDBRS1N__C1MUN6.5 ESAT PRO FLOOD SEM TOMADA 60° 3000K 192W 26.300 137 ON/OFF 

TW4003275MS ESRSBSGTFRCWA_DL192W130IDBRS1N__C1MUN6.5 ESAT PRO FLOOD SEM TOMADA 90° 5000K 192W 28.126 146 ON/OFF 

TW4003354MS ESRSBSGTFRCWANDL192W130IDBRS1N__C1MUN6.5 ESAT PRO FLOOD SEM TOMADA 90° 4000K 192W 28.126 146 ON/OFF 

TW4003355MS ESRSBSGTFRCWAWDL192W130IDBRS1N__C1MUN6.5 ESAT PRO FLOOD SEM TOMADA 90° 3000K 192W 28.126 146 ON/OFF 

TW4003797MS ESRSBSGTFRRS__DL192W130IDBRS1N__C1MUN6.5 ESAT PRO FLOOD SEM TOMADA STREET 5000K 192W 25.541 133 ON/OFF 

TW4003798MS ESRSBSGTFRRS_NDL192W130IDBRS1N__C1MUN6.5 ESAT PRO FLOOD SEM TOMADA STREET 4000K 192W 25.541 133 ON/OFF 

TW4003799MS ESRSBSGTFRRS_WDL192W130IDBRS1N__C1MUN6.5 ESAT PRO FLOOD SEM TOMADA STREET 3000K 192W 25.541 133 ON/OFF 

 


